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FOUNDATIONS

Concrete foundation to engineer design and specifications. See
jineer's drawings for final layouts of foundations and structure beams
and concrete slabs.
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Erf boundary (length = 21 030mm)
Erf 30651
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SCALE 00
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—_[NO STRUCTURE OR ANY PORTION THEREOF
TO'ENCROACH THE PROPERTY BOUNDARY

GROUND FLOORPLAN
SCALE 1:100

New 110mm dia uPve sewer pipe, minimum fall 1:40 and 450mm under n.gl. 5
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25mm smooth floated screed on 85mm 1:3:6 concrete slab USB 250
micron damp proof membrane on 50mm sand blinding layer on
minimum 150mm well tamped hardcore.

Approved tile finish to fall.

Approved floor finish to Kraaibosch park specifications.

Approved paving to Kraaibosch park specifications.

Internal walls to be smooth plastered, skimmed and painted. All to
Paintsmiths specifications. Colour to be confirmed.

25 Degree down-liled plastered extemal sill Waterproofing of sil to
Paintsmiths specifications.

Stepped approved DPC to all cavity walls, leave a vertical joint open
after every 4th joint as weepholes.

Door / Window to schedule.

Plaster and paint to kraaibosch park guidelines. All to Paintsmiths
specifications.

Approved clay face brick, size 222 x 106 x 73mm, bedded and jointed in
Class Il mortar and pointed with flush vertical and flush horizontal
joints, suitable for exposure zones.
Approved stone cladding by specialist.

CEILINGS

Gyproc Rt

0Board® 9.5mm on 38 x 38mm brandering msnaued a
400mm centres. Fix Gyproc Gypi
Sharp-point Screws 25mm at maximum 150mm centres. All m\nts shall
be staggered. Apply Gyproc RhinoTape to all joints and skim the ceiing
using Gyproc RhinoL te® CreteStone.

Install Isover 136 ick Aerolite non-combustible light weight
Glasswool ther insulation, nominal density , or similar
approved. Cornica f fmghing schedule. Rvalue: 3387 KN

Thermal conductivity: 0.04 W/m?/K

Insulation to comply with the requiremens In SANS 10400.

Plaster and paint under side of concrete slab.

Everite Nutec 4mm thick plain ceiling boards, manufactured in
accordance with SANS 9001:2000 carrying SANS 803:2005 mark, fixed
1038 x 38mm battens at 450mm centres.

ROOFS
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40m dia VPvc waste
wate ppe 1ad nwal

0:47mm pre approved Gomugated pre-colored oof sheeting fied to
timber intermediate purlins spaced according to manufact
pecifications, on timber roof trusses to Engineers design von
specifications. Roof colour to Kraaibosch Park guidelines. Confim
re ordering
Roof structure to Engineers design and specifications.
Watertite Guttering domestic aluminium Seamless ogee profile gutter,
overall size 125 x 85 x 0,6mm thick coated internally and extemally with
ColourTech G4. Secured to 15x150mm fibre Gement fascia with 20 x
2,5mm internal hanger brackets at 600mm centres using aluminium
peeled rivets, with 75 x 50 x 0,6mm thick aluminium downpipe,colour to
d, fixed to wall with straps at 1500mm centres using nail
plugs, with downpipes riveted and silicone sealed to gutter outlets,
including all necessary bends, elbows, shoes etc. Colour to be
confirmed.
RC beam Islab to Engineer design and specifications.
Cover end of roof with Nutec 80x150mm barge board.
Flashing to foof manufacturer specifications.
Pre approved Concealed dlp saflok or similar approved pre-coloured
roof sheeting fixed to timber intermediate purlins spaced according to
manufacturers specifications on timer roof trusses to Engineer design
and specifications. Roof colour to kraaibosch park
quidelines and finishing schedule. Confirm before orderin
Water-permeable geofabric fiter membrane to be laid over insulation
with upstands at wall connections.
20mm Nominal size rounded gravel ballast to resist floating or wind lft
of the insulation.
Steel / Timber pergola to specialist details and specifications.
Galvanised mild steel Covered roof with Pre-approved roof sheeting on
GMS frame closed off with nutec fibre cement ceiling board. To
Specialist. Colour to be Confirmed.

GENERAL

DRAINAGE & REFERENCE PLAN

SCALE 1:100

Wall light @ 2.4m high fittings to kraaibosch park specifications.

ALL TO COMPLY WITH RELEVANT SANS & NBR REQUIREMENTS
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